


High speed data transmission

With the use the Wavelet format data transmission 
the SWC-101 is capable of 30frame/sec. 
The real-time full speed connection makes 
this camera a full use solution.

Multi User's Connection

Because the SWC-101 uses industry 
standard Ethernet connections, 
it can easily be accessed by over 
100 users simultaneously.

User's home page support

Each camera can be set up individually 
by using a PC and uploading 
a default page using standard FTP commands, 
editing and downloading 
the new configurationg to the camera.

System Administration

The System administrator can define up to 
5 levels of access 
to each user based on their login ID. 
This allows for maximum security.

Alarm Modes

The SWC-101 has a motion sensing mode standard. 
Using this trigger e-mail can be sent to any user 
as soon as motion is detected.

External Video Output

The SWC-101 is fully featured with an external 
video output which enables direct connection 
to an recording or monitoring device including 
DVR's or a time lapse recorder.

External Video Input

A direct video input accepts the input from 
standard analog allowing two cameras to be used 
over one network hook-up.

Transmssion Control

Full control is available to each user.
Picture modes such as gray scale, 
progressive, single shot and frame 
speed can all be remotely controlled.

Q Box function

Any zone in the picture can be set as the main area. 
This zone's refresh rate will be faster than 
refreshing the entire image.

Advanced Features

- Mac Support
- Server Push
The SWC-101 is compatible with both Macintosh 
and Windows operating systems.
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Specification Sheet

Dimension

Pin Assignment 
Front View Rear View

DISTRIBUTED BY

RJ-45

DC 5V, 1.5V

D-SUB 15Pin

mm(inch)
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